










Liquid Handling
Maximum Precision for Reliable Results

HumaPette PREMIUM Line  
Highest quality Made in Germany 

>	 Maximum versatility and optimum quality 

>	 Proven performance

>	 CE marked IVD

HumaPette-8 Channel	 REF  

Perfect tool for all ELISA microtiter assays 

5-50 µl		  19320P

30-300 µl		  19330P

Premium Starter kit	 REF  

Containing 3 digital adjustable pipettes of different 

volumes, corresponding racked BRAND pipette tips each 

crystal, yellow, blue and rack mounts 

0.5-10 µl		  19110P

10-100 µl		  19125P

100-1,000 µl		  19140P

Fixed volume		  REF 

10 µl		  19505P

20 µl		  19510P

25 µl		  19515P

50 µl		  19520P

100 µl		  19525P

200 µl		  19530P

250 µl		  19535P

500 µl		  19540P

1,000 µl		  19545P

Features 

>	 One hand operation for right and left handed

>	 Fully autoclavable (20 min. at 121°C)

>	 Volume adjustment protection

>	 Tool-free maintenance

>	 Corrosion-resistant piston and ejector 

>	 Color-coded volume range 

Digital adjustable	 REF 

0.5-10 µl 		  19110P

2-20 µl 		  19120P

10-100 µl 		  19125P

20-200 µl 		  19130P

100-1,000 µl 		  19140P

500-5,000 µl 		  19150P

1,000-10,000 µl 		 19160P

Fully autoclavable

Easy calibration 
technique



HumaPette SMART Line
Superior price/performance ratio 

>	 Ergonomically and accurate

>	 CE marked IVD

Fixed volume		  REF 

5 µl		  19500L

10 µl		  19505L

20 µl		  19510L

25 µl		  19515L

50 µl		  19520L

100 µl		  19525L

200 µl		  19530L

250 µl		  19535L

500 µl		  19540L

1,000 µl		  19545L

Pipette Tips 
for all Types of HumaPettes	

“1-way” tips avoid contamination	 REF   

crystal	 0.5-20 µl	 10,000 pcs	 19320/20

yellow	 2–200 µl	 10,000 pcs	 19910/20

blue	 50–1,000 µl	 5,000 pcs	 19920/40

white	 0.5–5 ml	 200 pcs	 19150/10

white	 1.0–10 ml	 1,000 pcs	 19160/10

For HumaPette-8

HumaPette-8 	 5–300 µl	 1,000 pcs	 19320/10

Features 

>	 Convenient plunger position

>	 Low force to push plunger

>	 Easy set and read display

>	 Feedback from button operation

>	 Simple calibration

Digital adjustable	 REF 

0.5-10 µl		  19110L

5-50 µl		  19120L

10-100 µl		  19125L

20-200 µl		  19130L

100-1,000 µl		  19140L

1,000-5,000 µl		  19150L
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Incubation
Achieve Temperature Uniformity

HumaCube	 REF  

Incubator for round tubes 

220 VAC		  17050

110 VAC		  17070

>	 20 positions of Ø 13 mm

>	 4 positions of Ø 15 mm

>	 Temperature range: 

	 25 °C, 30 °C, 37 °C, 45 °C

>	 Digital display for temperature

>	 Reliable accuracy and uniformity  

	 of temperature

HumAqua 5		  REF  

Unstirred waterbath (cover not incl.) 

220 VAC		  17180/2

110 VAC		  17180/1

>	 Tank volume: 6 litres

>	 Useful volume: 4 litres

>	 Temperature range: 

	 ambient + 5 °C to 99.9 °C

>	 Digital display for temperature and time

>	 Programmable microprocessor 

	 controlled system

Accessories for HumAqua 5	

Plexiglass cover  

(resists up to 60 °C)	 17180/10

Stainless steel cover	 17180/11

Rack for 52 tubes	 13 x 70 mm	 17180/12

Rack for 30 tubes	 16 x 70 mm	 17180/13

Rack for 27 tubes	 18 x 70 mm	 17180/14 

Rack for 12 tubes	 30 x 70 mm	 17180/15

HumaTherm	 REF  

Incubator 

220 VAC		  17195

110 VAC		  17195/110

>	 Internal volume: 22 litres

>	 Temperature range: 

	 ambient + 5 °C to 80 °C

>	 Digital display for temperature  

	 and time

>	 Safety thermostat

>	 Programmable PID microprocessor  

	 control system


